Company Overview New Products ’ General products

Video Door Phone

WONDERFUL VIDEO/AUDIO QUALITY OVER 40 YEARS

SYSTEM DIAGRAM
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Specifications CONNECTING DIAGRAM

- Power source : AC 100V-240V, 50/60Hz(Free voltage) /
CDV-50A : 15W / CDV-50AM : 20W

- Display : 5 nch TFT LCD 2 S
- Mounting type : Wall surface mounted type Power = l % 8;
« Wiring : 1)Camera unit : 4 wires Z ; 3|3 Os CAM1
2)Interphone : 4 wires Door Release 4 |[®H -4
- Distance : To camera unit : 50m( @0.65) / To interphone : 20m( @0.65) —
- Communication : Hands free - —
« On-screen duration : 60 £30 sec ) O"
- Temperature : 0°C ~ +40°C (32°F ~ 104°F) : E 82 CAM2
- Image record : 128 cuts(CDV-50AM) & i |& O
« Dimension : 245 x 175 x 45(mm) Door Release —
INTERPHONE
i [©H Oh
2 % 82 INTER
Features 1|8 O

» Connectable up to 2 monitors 2 cameras and 2 interphone.
« Interphone extension available DP-4VH or DP-4VR
« Reviewing the image of a visitor when being away(CDV-50AM) Recommended Products

« Door cameras

M.V

Functions
Minimalism design w elegant looking and > ' « Built in image memory(CDV-50AM)
simply talk to visitors with Hands-free. SN o - Monitoring a entrance =
? . —— . Talk with a visitor DRC-4CH DRC-40CS  DRC-41CSN DRC-4CG DRC-4CP  DRC-nAC
LED lamps are applied to around buttons so that user can see the : i — - . ’ « Intercom function(DP-4VH or DP-4VR) < Interphone T B
status of operation. . Door lock release ‘"_I

DP-4VH DP-4VR 117




